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Hidrolik Hortumlar / Hydraulic Hoses

CARBON Serisi /  CARBON Series

Carbon Blower Hose CBH703

Normlar
Norms
Normen

Renk
Colour
Farben

İŞARETLEME / MARKING / BESCHRIFTUNG : TRANSFER TAPE OR EMBOSSED

ABRASION RESISTANT, ANTISTATIC NR.
HIGH TENSILE SYNTHETIC TEXTILE STEEL WIRE HELIX AND ANTISTATIC COPPER WIRE.
ABRASION,OZONE AND WEATHER RESISTANT PIN-PRICKED SPECIAL SYNTHETIC RUBBER. 
FOR CARBON BLOWER APPLICA TONS IN STEEL MILLS AND FOUNDRIES. 

TUBE
REINFORCEMENT
COVER
APPLICATION

:
:
:
:

ABRIEBFESTES, LEITFAHIGES NATUR KAUTSCHUK. 
HOCHZUGFESTE SYNTHETISCHE TEXTILEINLAGE MIT EINER STAHLDRAHT SPIRALE UND ANTISTATISCHER KUPFERDRAHT.
ABRIEB, OZON - UND WITTERUNGSBESTANDIG SPEZIELLES GEPRICKTES SYNTHETISCHES-GUMML. 
FÜR CARBON LÜFTUNGEN iN GIEBEREIEN SOWIE STAHLWERKEN. 

SEELE
EINLAGE
DECKE
ANWENDUNG

:
:
:
:

AŞINMAYA DAYANIKLI, ANTİSTATİK NR.
YÜKSEK MUKAVEMETLİ SENTETİK TEKSTİL TEL HELİS VE ANTİSTATİK BAKIR TEL.
AŞINMAYA, OZONA VE HAVA ŞARTLARINA DAYANIKLI PİM DELİKLİ ÖZEL SENTETİK KAUÇUK
ÇELİK FABRİKALARINDA VE DÖKÜMHANELERDEKİ TONLARCA KARBON BLOWER UYGULAMASI İÇİN.

TÜP
GÜÇLENDİRME
KAPAK
UYGULAMA

:
:
:
:

Aşınma kaybı değeri: Acc DIN 53516, ≤ 35 mm3
Abrasion loss value: Acc DIN 53516, ≤ 35 mm3 
Abriebwert nach DIN 53516, ≤ 35 mm3




