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Hidrolik Hortumlar / Hydraulic Hoses

AERO-C Serisi / AERO-C Series

Aircraft Refueling
EN 1361 Type C ARC-H494

Normlar
Norms
Normen

Renk
Colour
Farben

İŞARETLEME / MARKING / BESCHRIFTUNG : TRANSFER TAPE OR EMBOSSED

AVIATION GASOLINES AND JET FUELS RESISTANT, CONDUCTIVE NBR RUBBER. 
HIGH TENSILE SYNTHETIC TEXTILE BRAID. 
ABRASION, OZONE, WEATHER, HEAT AND OIL RESISTANT SPECIAL SYNTHETIC RUBBER.
FOR THE GROUND REFUELLING OF AIRCRAFTS HAVING AN AROMATIC CONTENT UP TO 30 %.

TUBE
REINFORCEMENT
COVER
APPLICATION

:
:
:
:

FLUGZEUG- UND JETKRAFTSTOFFBESTANDIG, ISOLIEREND, NBR GUMMI, SCHWARZ.
HOCHZUGSFESTE SYNTETISCHE TEXTILEINLAGE. 
ABRIEBFEST, OZON,WETTER,HITZE,UND ÖLBESTANDIG, SPEZIELLER SYNTHETIKGUMMI.
ZUR BETANKUNG VON FLUGZEUGEN, MIT 30% MAX. AROMATENANTEIL. 

SEELE
EINLAGE
DECKE
ANWENDUNG

:
:
:
:

HAVACILIK BENZİNLERİNE VE JET YAKITLARINA DAYANIKLI, İLETKEN NBR KAUÇUK.
YÜKSEK MUKAVEMETLİ SENTETİK TEKSTİL ÖRGÜ.
AŞINMAYA, OZONA, HAVA ŞARTLARINA, ISIYA VE YAĞA DAYANIKLI ÖZEL SENTETİK KAUÇUK.
% 30'A KADAR AROMATİK İÇERİĞİ OLAN UÇAKLARIN YERDE YAKIT İKMALİ İÇİN.

TÜP
GÜÇLENDİRME
KAPAK
UYGULAMA

:
:
:
:




