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BUHAR 1-A Serisi /  BUHAR 1-A Series

ST560

EPM RUBBER, RESISTANT TO SATURATED STEAM. 
HIGH TENSILE SYNTHETIC TEXTILE AND ANTISTATIC COPPER WIRE.
ABRASION, HEAT, STEAM, OZONE AND WEATHER RESISTANT, PIN-PRICKED SPECIAL SYNTHETIC RUBBER 
FOR GENERAL SATURATED STEAM SERVICES AT A MAXIMUM WORKING PRESSURE OF 6 BARS (87 PSI). 
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EPM GUMMI, SATTDAMPFBESTANDIG. 
HOCHZUGFESTE SYNTHETISCHE TEXTILEINLAGE UNO ANTISTATISCHER KUPFERDRAHT. 
ABRIEBFEST, DAMPF, OZON - UNO WITTERUNGSBESTANDIG, SPEZIELL GEPRICKTER SYNTHETISCHER GUMMI. 
FÜR ANWENDUNGEN MiT SATTDAMPF MiT EINEM MAXIMALEN BETRIEBSDRUCK VON 6 BAR ( 87 PSI ). 
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EPM KAUÇUK, DOYMUŞ BUHARA DAYANIKLIDIR.
YÜKSEK MUKAVEMETLİ SENTETİK TEKSTİL VE ANTİSTATİK BAKIR TEL.
AŞINMAYA, ISIYA, BUHARA, OZONA VE HAVA ŞARTLARINA DAYANIKLI, İĞNE DELİKLİ ÖZEL SENTETİK KAUÇUK
6 BAR (87 PSI) MAKSİMUM ÇALIŞMA BASINCINDA GENEL DOYMUŞ BUHAR HİZMETLERİ İÇİN.
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Textile Steam
ISO 6134-1A
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