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Hidrolik Hortumlar / Hydraulic Hoses
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İŞARETLEME / MARKING / BESCHRIFTUNG : TRANSFER TAPE OR EMBOSSED

LPG RESISTANT, CONDUCTIVE, BLACK NBR RUBBER.
HIGH TENSILE SYNTHETIC TEXTILE, STAINLESS STEEL WIRE HELIX.
OZONE, WEATHER, HEAT, FLAME AND OIL RESISTANT, SPECIAL PIN-PRICKED SYNTHETIC RUBBER 
FOR SUCTION AND DELIVERY OF LPG. 
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:
:
:
:

LPG-BESTANDIG, NITRIL-GUMMI SCHWARZ, ISOLIEREND. 
HOCHZUGFESTE SYNTHETISCHE TEXTILEINLAGE UNO ROSTFREIEM STAHLDRAHT. 
ABRIEBFEST, OZON, WETTER, HITZE,UND ÖLBESTANDIG, FLAMMWIDRIGER, GEPRICKTER, SPEZIELLER SYNTHETIKGUMML 
LPG FÜLLSYSTEME, S&D. 
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LPG DAYANIMLI, İLETKEN, SİYAH NBR KAUÇUK.
YÜKSEK MUKAVEMETLİ SENTETİK TEKSTİL, PASLANMAZ ÇELİK HELEZON.
OZONA, HAVA ŞARTLARINA, ISIYA, ALEV VE YAĞA DAYANIKLI, ÖZEL PİM DELİKLİ SENTETİK KAUÇUK
LPG EMME VE TAŞIMA İÇİN.
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