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Hidrolik Hortumlar / Hydraulic Hoses

İŞARETLEME / MARKING / BESCHRIFTUNG : TRANSFER TAPE OR EMBOSSED

Normlar
Norms
Normen

Renk
Colour
Farben

Material Handling Rubber Beaded 
End With Flange
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ABRF742

ABRASION RESISTANT ANTISTATIC NATURAL RUBBER.
HIGH TENSILE SYNTHETIC TEXTILE, STEEL WIRE HELIX AND ANTISTATIC COPPER WIRE.
ABRASION, OZONE AND WEATHER RESISTANT SPECIAL SYNTHETIC RUBBER. 
FOR SUCTION AND DISCHARGE OF ABRASIVE MATERIALS. 

TUBE
REINFORCEMENT
COVER
APPLICATION

:
:
:
:

HOCH ABRIEBFEST, NATURGUMMI, LEITFAHIG. 
HOCHZUGFESTE SYNTHETISCHE TEXTILEINLAGE MiT EINER STAHLDRAHTSPIRALE UND ANTISTATISCHER KUPFERLITZE.
OZON- UND WITTERUNGSBESTANDIGER, ABRIEBSFESTER, SPEZIELLER SYNTHETISCHER GUMMI. 
SAUG - DRUCKSCHLAUCH FÜR ABRASIVE MATERIALIEN. 

SEELE
EINLAGE
DECKE
ANWENDUNG

:
:
:
:

AŞINMAYA DAYANIKLI ANTİSTATİK DOĞAL KAUÇUK.
YÜKSEK MUKAVEMETLİ SENTETİK TEKSTİL, ÇELİK TEL HELİS VE ANTİSTATİK BAKIR TEL.
AŞINMAYA, OZONA VE HAVA ŞARTLARINA DAYANIKLI ÖZEL SENTETİK KAUÇUK.
AŞINDIRICI MADDELERİN EMME VE TAHLİYESİ İÇİN.

TÜP
GÜÇLENDİRME
KAPAK
UYGULAMA

:
:
:
:

Aşınma kaybı değeri: Acc DIN 53516, ≤ 60 mm3
Abrasion loss value: Acc DIN 53516, ≤ 60 mm3 
Abriebwert nach DIN 53516, ≤ 60 mm3

NOTES ON ORDERING

A - Inside Diameter
B - Length (Overall Length) 
C - Working Pressure 
D - Type Ends or End Fttings 
E - Applications (Much detail as possible)
F - Working Temperature

BEMERKUNGEN ZUM AUFTRAG

A - lnnendurchmesser
B - Schlauchliinge F-F
C - Betriebsdruck
D - Flanschbezeichnung
E - Einsatzbedingungen (Möglichst viele lnfonmation angeben) 
F - Betriebstemperatur

SİPARİŞLE İLGİLİ NOTLAR

A - İç Çap
B - Uzunluk (Toplam Uzunluk)
C - Çalışma Basıncı
D - Tip Bitişler veya Bitiş Fittingleri
E - Başvurular (Mümkün olduğunca çok detay)
F - Çalışma Sıcaklığı




