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Hidrolik Hortumlar / Hydraulic Hoses

İŞARETLEME / MARKING / BESCHRIFTUNG : TRANSFER TAPE OR INK JET

Normlar
Norms
Normen

Renk
Colour
Farben

1 Steel Wire Braid - High Temperature

HIGH TEMPERA TURE HYDRAULIC OIL RESISTANT SPECIAL SYNTHETIC RUBBER. 
SYNTHETIC TEXTILE AND 1 HIGH TENSILE STEEL WIRE BRAID. 
OIL AND WEATHER RESISTANT SYNTHETIC RUBBER IMPREGNATED SYNTHETIC BRAID. 
FOR LOW-MEDIUM PRESSURE HYDRAULIC SYSTEMS IN INDUSTRY, COMPRESSORS AND MINING WHERE OPERATING TEMPERATURES ARE UP TO 150°C

TUBE
REINFORCEMENT
COVER
APPLICATION

:
:
:
:

SPEZIELLES, SYNTETHISCHES GUMMI, BESTANDIG GEGEN HYDRAULIKÖLE MiT HOHEN ANWENDUNGSTEMPERATUREN 
1 GEFLECHTEINLAGE AUS HOCHZUGFESTEM STAHLDRAHT MIT ZUSATZLICHER TEXTILEINLAGE 
SPEZIELLES, SYNTETHISCHES GUMMI, ÖL-, ABRIEB- UNO WITTERUNGSBESTANDIG 
GEEIGNET ALS NIEDER- UNO MITTELDRUCK HYDRAULIKSCHLAUCH IN DER INDUSTRIE, KOMPRESSOREN UNO BERGBAU. EINSATZFAHIG BIS ZU 150°C 
BETRIEBSTEMPERATUR 

SEELE
EINLAGE
DECKE
ANWENDUNG

:
:
:
:

YÜKSEK SICAKLIK HİDROLİK YAĞA DAYANIKLI ÖZEL SENTETİK KAUÇUK.
SENTETİK TEKSTİL VE 1 ADET YÜKSEK MUKAVEMETLİ ÇELİK TEL ÖRGÜ.
YAĞA VE HAVA ŞARTLARINA DAYANIKLI SENTETİK KAUÇUK EMPRENYELİ SENTETİK ÖRGÜ.
ENDÜSTRİ, KOMPRESÖRLER VE MADENCİLİK ÇALIŞMA SICAKLIKLARININ 150°C'YE KADAR ÇIKTIĞI DÜŞÜK-ORTA BASINÇLI HİDROLİK SİSTEMLER İÇİN

TÜP
GÜÇLENDİRME
KAPAK
UYGULAMA

:
:
:
:

UL
TI

M
AT

E 
R5

 S
er

is
i /

  U
LT

IM
AT

E 
R5

 S
er

ie
s

UL-HWB351 SAE J517 100 R5   +135°C




